Ultrasonic broadband signal monitoring of Glass-fiber Reinforced Cement (GRC) bending tests by Genovés, V. et al.
 
Document downloaded from: 
 



























Ultrasonic broadband signals monitoring of glass-fiber reinforced cement
(GRC) bending tests
V. Genovésa,∗, J. Gosálbezb,∗∗, A. Carriónb, R. Mirallesb, J. Payáa
aICITECH, Universitat Politècnica de València, Camino de Vera, s/n 46022 Valencia, Spain
bITEAM, Universitat Politècnica de València, Camino de Vera, s/n 46022 Valencia, Spain
Abstract
In this study, complete ultrasonic monitoring of Glass-fiber Reinforced Cement plates under bending tests was
addressed. In this kind of experiment, the mechanical properties of the specimen continuously change during the
test, thus, the acquisition time of the ultrasonic signals is a critical variable. In order to overcome this drawback,
a new ultrasonic procedure based on broadband signals (chirp) has been applied. Following this line of thought,
the analysed ultrasonic parameters have been split into the parameters that only depend on time, and those
that depend on both time and frequency. In particular, the frequency dependent attenuation parameter allows
characterizing the evolution of the plate being damaged over a wide frequency range and significantly detecting
the main two events happening during the experiment: the first crack and the maximum stress point. In short, this
paper demonstrates the suitability of ultrasonic broadband signals for characterizing fiber-reinforced cementitious
composites under bending stress.
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1. Introduction
Glass-fiber reinforced cement (GRC) is a composite made of Portland cement mortar with a low water/cement
(w/c) ratio with a high percentage of paste (water + cement) in relation to the aggregate. The addition of a high
proportion of alkali resistant (AR) glass fibers to the mortar matrix (3%–5% by weight of mortar) improves the
mechanical properties of the composite, particularly its toughness, flexural strength, and ductility. This composite
has an important role in non-steel reinforced pre-cast concrete elements, such as sheets, panels and other slim
shapes usually employed in building engineering and architecture, as well as in cast-in-situ sprayed-on surfaces
[1, 2].
Recently, non-destructive techniques (NDT) applied to concrete have been investigated, especially ultrasonics
and acoustic spectroscopy, in order to obtain parameters related to the physical and mechanical properties of
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the material and its durability [3]. Some experimental studies have demonstrated that wave parameters such as
the ultrasonic pulse velocity of P-waves are suitable for predicting the dynamic elastic modulus of the concrete,
and that the velocity of the S-waves can predict the dynamic shear modulus. These parameters are proportional
to the elastic and shear moduli of concrete and also to its compressive strength [4, 5]. Other studies based on
ultrasound propagation indicate that wave attenuation should be measured for various frequencies, in order to
characterise cement-based materials, determining their microstructure, porosity, and other characteristics in both
the hardened [6–9] and fresh states [10].
Some studies of construction material tests by ultrasound monitoring have been reported in the literature. Many
of them are related to research on metallic specimens because this type of material is used in other engineering
fields. However, recent studies of bending tests of reinforced concrete slabs, using ultrasonic monitoring, have
been carried out successfully [11, 12] and other kind of important processes like concrete setting [13, 14].
The first approach was recently published by the authors, in which the monitoring of GRC plates under a four
point bending test using an ultrasonic pulse with a fixed frequency was carried out. Thus, the P-wave velocity,
attenuation, energy and non-linear parameters were obtained [15]. Monitoring mechanical tests with non-
destructive techniques provides a wealth of information about the material under study, allowing the prediction of
its behaviour. Ultrasonic waves could be appropriate for following the changes during the mechanical test. GRC
plates change their internal structure because micro-cracks develop during the bending test. In these conditions,
different ultrasonic frequencies are needed to cover all the changes in the specimen. The disadvantage of this
kind of test is the fact that the mechanical properties of the GRC plates change quickly during the test, and it is
difficult to inject various signals with different frequencies to cover a wide spectrum. To solve this problem, the
authors have also recently published a study of the suitability of broadband signals, comparing different methods
and signals to obtain a reliable method to acquire the information of a wide bandwidth with one single signal
(chirp) [16]. This procedure permits monitoring a huge range of situations where the test-time has critical effects.
The aim of this paper is to apply new ultrasonic acquisition techniques to support the previous results and provide
new information about the GRC plates under stress, making use of the attenuation and non-linear ultrasonic
parameters in the time and frequency domain.
The remainder of this paper is structured as follows. Section 2 describes the materials and specimens used in this
study. It also presents the test layout, composed of the ultrasonic equipment and the mechanical test machine, as
well as the ultrasonic parameters extracted from the signals during the experiments. In Section 3, the results are




2.1. Materials and specimens
In this experiment, the specimen dimensions for the bending test were 325 x 50 x 20 mm. The specimens were
cut from a 400 x 400 x 20 mm mother plate, obtaining five plates for the tests. Table 1 shows the proportions
and information about the raw materials used to fabricate the GRC mother plate. The specimens were made
according to the BS EN 1170-5 standard [17].
Table 1: Used dosage for one GRC plate specimen
Material Type Weight [g]
Cement CEM I 52.5 R 7260
Water - 2541
Sand Silica sand 0/2 4864
Superplasticizer Polycarboxylate ether 14
Fiber Glass AR 12 mm length 294
2.2. Experimental layout
An ultrasonic through-transmission setup was selected due to its penetration capability and accuracy for velocity
and attenuation estimation [6, 18–20]. The transducers used for transmission and reception were K1SC (General
Electric). Both are broadband transducers with a bandwidth centered at 1 MHz. Universal testing machine
(Instron model 3382) was used for the four point bending test. The distance between the supports was 295 mm
for the passive supports and 98 mm for the active ones. The displacement of the actuator was constant during the
test (0.6 mm/min). The transmitter transducer was excited directly by a programmable signal generator (Agilent
33120A).
In order to do a broadband analysis, the transmitted signal was a swept-frequency signal (chirp). The use of chirp
signals enables estimating any parameter in a wide frequency range with a single measurement by applying the
proper signal processing. The mathematical expression of the transmitted linear chirp signal is
st x(t) = At x cos
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where At x is the amplitude of the signal, f0 is the fundamental frequency, rect(·) is the rectangular function, Tw is
the active time of the signal, and ∆ fmax controls the maximum frequency ( fmax = f0 + Tw∆ fmax ) which is reached
at Tw seconds (Eq. 2). The selected parameters for the transmitted chirp signal are At x = 10 V, Tw =10 µ s and
the frequency range varies from 200 to 1000 kHz. The experiment was monitored by injecting chirp signals with











Figure 1: Time line of the test where three signals are represented: A synchronization signal between events (Sync.), and the transmitted
(Tx) and received (Rx) signals, as well as some of the variables used in the mathematical analysis (τ, T and Tw).
signal of synchronization between events (Sync.), the transmitted (Tx) and received (Rx) signals, as well as some
of the variables used in the mathematical analysis.
The reception transducer was connected to a linear 40 dB preamplifier (Panametrics 5600B). The received and
amplified ultrasonic signal was captured by a digital oscilloscope (Tektronix DPO3014) with a sampling frequency
of 25 MHz. Finally, a laptop was used to control the signal generator and to store the digitized signals.
The experimental layout of the mechanical test is shown in Fig. 2. The plate rests on the passive supports and
four metallic angles were attached to the plate in the positions shown. These elements serve to hold the elastic
bands which keep constant the pressure between the faces of the transducers and the specimen. A similar system
was presented in [21], yielding consistent results and suitable performance, where the rubber bands kept the
appropriate pressure between the transducers and specimen. Pure vaseline was used to ensure an appropriate
coupling between the transducers and the faces of the specimen.
2.3. Ultrasonic parameters
Using broadband signals in the analysis allows computing some ultrasound parameters which not only vary in
the time domain (during the test) but also in the frequency domain. In order to support the previous results,
only the time dependent parameters are also analysed. In the following, the analysed ultrasonic parameters are
classified into two groups: parameters dependent on the time alone, and parameters dependent on both time and
frequency.
2.3.1. Time dependent parameters
Many parameters were extracted from the received signals, giving information about the material for every instant
of time. Let x t,r x be the amplitude of the received signal at time t, and let τ be the time variable in the interval
from 0 to T seconds (Fig. 1). The propagation velocity, vp(t), is obtained as the ratio between the length of the
specimen, dmat , and the time of arrival of the signal, τt,a (Eq. (3)), which was estimated as the point in time






Figure 2: Experimental layout used in the ultrasonically monitored bending test. Four metallic angles are attached to the sides of the plate
to support the elastic bands that keep constant the pressure between the faces of the transducers and the specimen.






The total attenuation of the material, αtot(t), is obtained using Eq. (5). Given the analytical expression and the
specific parameters of the transmitted signal (Eq. (1)), the transmitted energy Et x can be theoretically obtained
using Eq. (6). In this paper, Et x equals 0.5 mJ
1 and is constant throughout the test. Meanwhile, Er x(t) is obtained
from Eq. (4). The global attenuation associated to the measurement equipment (transducers, amplifier, wires,
acquisition module,...), αequip, is independent of the tested material and also constant throughout the test. In this
paper, αequip = −5dB. The value of the preamplifier must also be subtracted (αpreamp = 40 dB).
αtot(t) [dB/cm] =
Et x − Er x(t)−αequip −αpreamp
dmat
(5)






















































is the Fresnel C integral and S(x) is the Fresnel S integral.
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The main advantage of the attenuation versus the total energy is that it is normalized by the input energy and
the distance travelled through the material. That allows comparing the attenuation between different materials
and experiments.
2.3.2. Time and frequency dependent parameters
The characteristic attenuation of the material can not only be analysed globally, αtot(t), but also in terms of the
attenuation introduced in each frequency band. This two-dimensional variable depends on the analysis time and
the frequency, αmat(t, f ). In this case, the attenuation can be modelled by Eq. (7) [16].
αmat(t, f ) =
10log (St x(t, f ))− 10log (Sr x(t, f ))−α′equip( f )−αpreamp
dmat
(7)
where St x(t, f ) is the energy spectral density (ESD) 2 of the transmitted signal at time t, Sr x(t, f ) is that of the
received signal, dmat is the distance of the specimen, and α
′
equip( f ) is the attenuation due to the measurement
equipment. Note that α′equip( f ) is equivalent to αequip in Eq. (5) when decomposed by frequency bands. This
analysis considers the frequency response of the equipment used in the experiment. For further details about the
calibration process and the computation of the ESD of a chirp signal, see [16].
The appearance of micro-cracks in the tested material leads to a non-linear effect known as Contact Acoustic
Non-linearity (CAN)[21, 22]. This non-linear effect can be measured in terms of the variation of the amplitude
of the higher harmonics. β3(t, f ) is defined by Eq. 8 as the ratio between the amplitude of the third harmonic
(X r x(t, 3 f )) and the fundamental harmonic (X r x(t, f )). The ratio between this parameter and the non-linear
parameter before beginning the loading (t=0) will be denoted by β%3 (t, f ), as in Eq. (9)
β3(t, f ) =
|X r x(t, 3 f )|
|X r x(t, f )|3
(8)




In order to follow the same scheme as in previous papers [15], this parameter has also been analysed for a fixed
working frequency, thus obtaining an index that depends only on the time. In the present paper, the chosen fixed
frequency is 363 kHz since the third harmonic appears in the center of the transducer band (≈ 1 MHz), being more
sensitive to its location in the spectrum. This parameter, in the following denoted by β3(t, 363), complements the
time dependent parameter analysis presented in the previous sub-section.
A common way to display results depending on these two independent variables is a time–frequency diagram. In
these graphs, the x-axis corresponds to the time, the left y-axis indicates the stress/strain curve, the right y-axis
is the frequency range, and the color axis represents the intensity of the analysed parameters, αmat(t, f ) and
β3(t, f ).
2The energy spectral density, S( f ), of a finite time signal, x(t), is defined as S( f ) = |X ( f )|2, where X ( f ) =
∫ τ1
τ0
x(τ)e−i2π f τdτ is the
Fourier Transform of x(t).
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3. Results and discussion
In the first instance, due to the fact that the stress–strain curves are different and the characteristic events of the
test occur at different time instants (depending on the specimen), no statistical values were extracted (mean,
standard deviation, confidence intervals...) and a single plate was selected to follow the discussion and make it
clear and understandable. The rest of the plots have been located in Appendix A, which shows the reproducibility
and consistency of the results. Moreover, no corrections were made to the mechanical curves, in order to not
disrupt the correlation between the mechanical and ultrasonic parameters.
In this section, the ultrasonic parameters and stress–strain curves were correlated. Firstly, the time dependent
parameters, vp(t), Etot(t), αtot(t), and β%3 (t, 363), are represented and analysed (subsection 3.1 and Fig. 3).
Then, the time and frequency dependent parameters, αmat(t, f ) and β%3 f (t, f ), are described in subsection 3.2.
3.1. Time dependant parameters
The results for the time dependent parameters are plotted in Fig. 3 using a double y-axis with the corresponding
absolute values of each parameter.
Fig. 3a shows the evolution of the velocity of the chirp signal during the test. The velocity parameter, vp(t), stays
constant in the initial stage of the test (supports and specimen’s surface coupling stabilization) and for most of
























































































































Figure 3: Comparison between absolute values of time dependent ultrasonic parameters and stress–strain curve of one specimen: (a) velocity
of the chirp signal, (b) energy of the received signal, (c) total attenuation and (d) non-linear parameter β%3 measured at 363 KHz.
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the elastic step of the stress–strain curve (0–50 s). When the first micro-cracks begin to appear (50–60 s), vp(t)
decays slightly (≈ 10 m/s), and after that, goes down to values around 4000 m/s and becomes unstable due to
the low signal-to-noise ratio (SNR) (failure when estimating τt,a).
Figure 3b shows the trend of energy of the received wave. Three zones can be clearly identified in the evolution
of Etot(t). In the first zone (0–50 s), the parameter stays constant while the specimen deforms. In the second
zone (55–100 s), the E(t) curve starts to decay to values close to zero before the cracking process starts (60 s)
due to the micro-cracking process previous to the first large crack. After that (100–end of the test), E(t) stays at
zero values because the section of the plate is getting progressively smaller.
The attenuation of the material, αtot(t), is plotted in Fig. 3c. There is a trend opposite to that obtained for the
previous parameters. In the first zone, αtot(t) stays constant (close to 2 dB/cm), however, before the appearance
of the first crack (55 s), it rises to high values (2.7 dB/cm) and stays constant until the end of the test.
As mentioned in Section 2, β%3 (t, 363) was monitored because it is very sensitive to crack formation. In order to
calculate β%3 (t) it is necessary to fix a discrete frequency since the emitted signal contains information on several
frequencies. The specific frequency 363 kHz was used to analyse the generation of high-frequency harmonics
because the third harmonic appears in the center of the transducer’s band (≈ 1 MHz), being more sensitive to
its location in the spectrum. Figure 3d shows the evolution of β%3 (t) as the test progresses. It can be noticed
that this parameter dramatically increases (a variation of 1000%) in the critical zone, after the beginning of the
cracking process of the plate (≈ 55 s). The fact that β%3 (t) changes quickly in the beginning of the cracking
process indicates premature damage in the specimen (in the elastic step of the stress–strain curve) warning of the
damage that the specimen has already suffered.




























Figure 4: Comparison of the normalized values of the time dependent ultrasonic parameters and the stress–strain curve of one GRC specimen.
In order to compare the time dependent parameters, their normalized values were calculated (Fig. 4). As can
be observed, vp(t) does not show relevant information in the stage previous to the first cracks, showing a slow
detection of the damage suffered by the plate. However, Etot(t) and αtot(t) are more sensitive, showing significant
variations previous to the plastic step of the stress–strain curve. Significantly, β%3 (t, 363) exhibits an interesting
behaviour, marking perfectly the instant when the specimen begins to suffer initial damage. This means that the
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non-linear parameter is the most sensitive way to identify the change from the elastic to plastic zone in GRC.
3.2. Time and frequency dependent parameters
The results for the parameters depending on both the time and the frequency are shown in Figs 5 and 6. The
x-axis indicates the test time, the left y-axis the force (stress–strain curve) and the right y-axis the analysed
frequency range. The parameter under study is shown with different colours and its respective gradients.
Figure 5a shows the evolution of αmat(t, f ) as the bending test progresses. In the first instance and for a fixed
value of t, the attenuation parameter rises with the increase of the analysed frequency, as suggested in most of
the literature and in previous papers [6, 15, 20]. For each frequency, this means, for a fixed frequency f , the
parameter of attenuation also rises along the experiment. A similar trend can be observed in Fig. 3c for αtot(t),
which only depends on the test time. By means of analysing αmat(t, f ), there can be obtained the complete
material response to different injected frequencies along the experiment time. The attenuation remains constant
during the stabilization stage (0–30 s) and for most of the elastic step (30–60 s). Near the first crack, at the
end of the elastic step (50–55 s), the attenuation patterns change and it starts to rise to higher values due the
initial phase of the micro-cracking process. Once the plate is in the plastic stage (65–90 s), the attenuation for
frequencies under 600 kHz rises. Slightly before the maximum stress point (≈ 90 s) the attenuation for higher
frequencies (over 600 kHz) also increases, to reach its maximum attenuation value. From the maximum stress
point (≈ 110 s) on, the attenuation patterns keep constant until the end of the test, where the effective cross
section of the plate is low. The time–frequency diagrams for the rest of the tested plates are shown in Appendix A.
(a) (b)
Figure 5: Time–frequency diagrams of the parameters related to the attenuation. The x-axis indicates the test time, the left y-axis the force
(stress–strain curve) and the right y-axis the analysed frequency range. The parameter under study is shown with different colours and its
respective gradients. a) Time–frequency diagram of the αmat (t, f )[dB/cm]. b) Time–frequency diagram of the normalized ∆tαmat (t, f ).
The interest of this study lies in finding and highlighting the changes in the ultrasonic parameters with the
progress of the bending test and in correlating these changes with the events produced in the specimen. As has
been observed, αmat(t, f ) seems to be sensitive to any change in the mechanical properties of the material under
study. Nonetheless, the representation of the absolute values of αmat(t, f ) may hide some notable changes. Thus,
a further analysis of the attenuation, considering the sensitivity of each frequency, is proposed. Figure 5b plots
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the variation of the attenuation with respect to time, normalized over the maximum value for each frequency,
∆tαmat(t, f ). This graph allows identifying the main events happening during the bending test: the first crack
(≈ 55 s) and the maximum stress point of the specimen (≈ 110), even by a certain time in advance of the
mechanical curve. Note that this normalized representation allows comparing the attenuation levels regardless
of the working frequency. Changes in ∆tαmat(t, f ) for the first crack are observed for all studied frequencies,
although frequencies under 600 kHz are more sensitive. Additionally, for the maximum stress point, the most
sensitive frequencies frequencies are lower than 400 kHz. In Appendix A, time–frequency diagrams for the rest of
the tested plates are shown. As can be observed, those attenuation results present similar patterns by overcoming
the differences between specimens and experiences.
Figure 6 shows the corresponding graph for β%3 (t, f ). As could be observed in the previous figures (Fig. 3d),
β%3 (t, 363) was very sensitive to the crack formation, varying its value drastically when the specimen is damaged
by the formation of the first crack. In this figure, this behaviour can be seen for all frequencies contained in
the frequency range chosen according to the location of the third harmonic and the transducer response as
mentioned before (300–500 kHz). This non-linear parameter remains constant during the stabilization stage for
all frequencies, as do the rest of the ultrasonic parameters.
When the stress–strain curve approaches the cracking zone, β%3 (t, f ) increases rapidly for several frequencies,
reaching higher values before the cracks promoted by the deformation of the specimen appear. Since each stress–
strain curve is unique, each time–frequency diagram varies (see Appendix A), depending on the specimen but
always following the same pattern (a rapid increase before the beginning of the plastic step).
Figure 6: Time–frequency diagram of the non-linear parameter β%3 (t, f ). The x-axis indicates the test time, the left y-axis the force (stress–
strain curve) and the right y-axis the analysed frequency range. The parameter under study is shown with different colours and its respective
gradients.
Regarding the obtained results, it can be concluded that the attenuation time–frequency diagram gives information
about the continuous changes between the different steps of the test. However, the non-linear parameter seems
to be the best for an analysis that will robustly characterize the cracking instant.
The sensitivity to inhomogeneities (pores, cracks...) of each frequency depends not only on the dimension of the
discontinuity but also the direction, disposition, separation between faces, etc. For this reason, it is very important
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to have the proposed αmat(t, f ) and β%3 f (t, f ) time–frequency diagrams to accurately detect when the element
under test is being critically damaged.
4. Conclusions
In this paper, a complete ultrasonic monitoring of GRC plates under bending tests was addressed. A recently pro-
posed procedure based on broadband signals (chirp) was used in order to measure different ultrasonic parameters
in a wide range of frequencies. This new method of monitoring bending tests provides a wealth of information
about the material behaviour in terms of the attenuation, energy, velocity, and generation of non-linear harmonics
in the signal. In order to support the previous results and provide new information, the analysis has been divided
into two parts: those parameters dependant only on time, and those dependent on both time and frequency.
In the first group, the evolution of the velocity roughly characterizes the main two events happening during
the test: the first large crack and the maximum stress point. However, the energy and attenuation of the chirp
signal were more sensitive, showing a significant variation previous to the plastic step of the stress–strain curve,
attenuation being more appropriate for comparing different materials and tests. It was conspicuous that the
non-linearity in the generation of high harmonics exhibited an interesting behaviour, marking perfectly the instant
when the specimen was suffering damage. In the second part, the attenuation and non-linearity were analysed
in terms of time and frequency, giving more information about the material properties duing the progress of the
test. The study of this variation of the attenuation along time for each fixed frequency has been proposed. This
new normalized approach has allowed comparing the trends between different working frequencies, as well as
significantly detecting both the first large crack and the maximum stress point. The non-linearity had a sudden
change as the micro-cracking began, pointing perfectly to the time instant when the specimen is being critically
damaged.
This paper has demonstrated the suitability of ultrasonic broadband signals to characterize fiber-reinforced ce-
mentitious composites under bending stress since it allows simultaneously analysing some of the traditional
ultrasonic parameters in the frequency domain. This approach might open up a new line of research in any
further application where the acquisition time is a critical variable.
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Appendix A. Figures
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Figure A.1: Normalized time-dependent parameters for the rest of the tested specimens.
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Figure A.2: Time–frequency diagrams of the attenuation, αmat (t, f ). The x-axis indicates the time, the left y-axis the force (stress–strain
curve), and the right y-axis the analysed frequency range. The parameter under study is shown with different colours and its respective
gradients for the rest of the analyzed probes.
13
−1 −0.8 −0.6 −0.4 −0.2 0 0.2 0.4 0.6 0.8 1
(a) (b)
(c) (d)
Figure A.3: Time–frequency diagrams of variation of the attenuation, ∆tαmat (t, f ). The x-axis indicates the time, the left y-axis the force
(stress–strain curve), and the right y-axis the analysed frequency range. The parameter under study is shown with different colours and its
respective gradients for the rest of the analyzed probes.
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Figure A.4: Time–frequency diagrams of non-linear parameter, β%3 (t, f ). The x-axis indicates the time, the left y-axis the force (stress–strain
curve), and the right y-axis the analysed frequency range. The parameter under study is shown with different colours and its respective
gradients for the rest of the analyzed probes.
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